GRADING, DRAINAGE AND BRROSION CONTROL

1. Sequence of Erosion Control Construction Activities

a) Installation of silt fence prior to any construction activity.

b) The site shall be re—vegetated within 48 hours of final grading.
c) Install landscaping as per landscape plan.

2. Erosion and Sediment Control Measures

All best management practices (BMPS) determined by the Engineer to be effective are available for use

on the site. BMPs anticipated to be used on the Project include the following:
* Silt Fence

* Storm Drain Inlet Protection

* Concrete Mixing/Washout Basins

* Final Landscaping with Seed, Fertilizer, Topsoil or Sod

* Street Sweeping

3. Inspection and Maintenance

The Contractor is responsible for providing, maintaining and removing all Erosion Control BMPs, as
forth above, which includes all materials, equipment and labor.

Owner is responsible for having the Contractor install, maintain and remove the BMPs as set forth above. INSTALL
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Traffic

"Signs requlating parking and/or traffic on private property shall be installed by the property owner or
contractor outside of the public right—of—way. Signs approved by Public Works Traffic Engineering regulating
parking and/or traffic in the public right—of—way for this development shall be installed by City forces at
the expense of the development. Contact Traffic Engineering 651—266—6200 six weeks in advance of
needed sign(s).”

Sidewalks

"All work on curbs, driveways, and sidewalks within the public right of way must be done to City Standards
and Specifications by a licensed and bonded contractor under a permit from Public Works Sidewalk Section
(651—266—6120). Sidewalk grades must be carried across driveways.”

"Restoration of asphalt and concrete pavements are performed by the Public Works Street Maintenance
Division. The contractor is responsible for payment to the City for the cost of these restorations. The

contractor shall contact Public Works Street Maintenance to set up a work order prior to beginning any
removals in the street at 651—-292-6600. Procedures and unit costs are found in Street Maintenance's
“General Reguirements — All Restorations” and are available at the permit office.”

Sewers

“Abandoning existing sewer service or making new connections to City sewer must be done to City
standards by a Licensed House Drain Contractor under a permit from Public Works Sewer Section
(651-266—-6234)."

Erosion Control

Silt fence and/or Biorolls, as shown on the plans, shall be installed prior to any site grading or demolition
work.

See plan for "Snow Storage” areas. Snow melt will flow into the proposed new driveway and into the
proposed new catch basins. All other snow melt to flow as per the drainage arrows shown on the plan.

"Upon completion of storm sewer installation, storm sewer inlets shall be protected from sediment by silt
fence, or equivalent measures. Protection shall remain in place until bituminous areas have been paved and
lawn areas have been established.”

“A rock construction entrance must be installed and maintained at entrances to existing hard surface
roads. The rock construction entrance shall be no less than 50" in length and as wide as necessary for
traffic. Use 17 to 2" washed rock.”

"Adjacent streets and alleys must be swept to keep them free of sediment. Contractor must monitor
conditions and sweep as needed or within 24 hours of notice by the City.”

All disturbed ground left inactive for fourteen or more days must be stabilized by seeding or sodding.
Site shall be restore as per the Landscape Plan prepared by others.

Demolition Plans
"Abandoning existing connection to City sewer must be done to City standards by a Licensed House Drain
Contractor under a permit from Public Works Sewer Section (651—-266—6234)."

Water
“All existing water services not being reused must be cut—off and abandoned per Saint Paul Regional
Water Service's Water Code.”

”»

All pipework inside the property must be performed by a plumber licensed by the State of Minnesota and
Certified by the City of St Paul. Saint Paul Regional Water Service will perform all work in the public
right—of—way on an actual cost basis.”

Street Lights
"The Contractor shall contact John McNamara, General Foreman, Lighting—Signal Maintenance,

(651—-487—-7209), if removed or relocation of existing facilities is required or in the event of damage to
the lighting or signal utilities. The Contractor shall assume responsibility (and related costs) for any
damage or relocations.”

Survey Monuments
“Care must be taken during construction and excavation to protect any survey monuments and/or
property irons. Call Sam Gibson (651-266—6075) of Public Works Surveying if you have any questions.”

Tree Planting
"Removing or planting trees in the boulevard requires a permit from the City Forester (651-632—5129.)"

Right of Way
INSPECTION CONTACT: The developer shall contact the Right of Way inspector (one week prior to beginning

work) to discuss traffic control, pedestrian safety and coordination of all work in the public right of way.

SAFE WORK SITE REQUIREMENTS: The Contractor shall provide a continuous, accessible and safe pedestrian
walkway that meets ADA and MN MUTCD standards if working in a sidewalk area, and traffic control per
MN MUTCD requirements for work in the public right of way.

NO PRIVATE FACILITIES IN THE RIGHT OF WAY: The developer is strictly prohibited from installing private
electrical wiring, conduit, receptacles and/or lighting in the City's Right of Way. This includes stubbing
conduit or cable into the public right of way to accommodate utility feeds to the site. Coordinate with
each utility prior to construction to determine feed points into the property. Utilities are responsible for
securing excavation permits to run their service into a site, and (where required) submitting plans for
review by the Public Works Utility Review Committee.

PERMIT REQUIREMENTS:
ORDERING OBSTRUCTION AND EXCAVATION PERMITS: Contact Public Works Right of Way Service Desk at
(651) 266—6151

OBSTRUCTION PERMITS: The contractor must obtain an Obstruction Permit if construction (including silt
fences) will block City streets, sidewalks or alleys, or if driving over curbs.

EXCAVATION PERMITS: All digging in the public right of way requires an Excavation Permit. If the proposed
building is close to the right of way, and excavating into the right of way is needed to facilitate
construction, contact the utility inspector.

REQUIREMENTS TO WORK IN THE PUBLIC RIGHT OF WAY: All utilities and contractors working in the public
right of way must to be registered, insured and bonded, as recognized by the Public Works Service Desk.
(651—-266—-6151)
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